Windows XP Installation Instructions for Asante 
FriendlyNET AeroLAN AL1511 Wireless PCMCIA Card 



AeroLAN Installation Steps : 

1 . Insert the Asante FriendlyNET AeroLAN AL151 1 card in the computer's 
PCMCIA slot. 



4jj Found New Hardware 

Asante FriendlyNET AeroLAN Wireless PCMCIA Adapt) 



Windows XP Found New Hardware 



3ter 



Windows XP will automatically detect new hardware and display the Found 
Hardware New Wizard screen. Select, "Install from a list or Specific Location 
(Advanced)". Insert your Asante AL151 1 AeroLAN Wireless CD in your CD- 
ROM drive. Click Next. 



Found New Hardware Wizard 



Welcome to the Found New 
Hardware Wizard 

This wizard helps you install software for: 
WLAN PCMCIA Card 

! ' } If your hardware came with an installation CD 
■■~jjt& or floppy disk, insert it now. 

What do you want the wizard to do? 

O Install the software automatically (Recommended) 
^^nstall from a list or specific location (Advanced) 

Click Next to continue. 



< B.'ack 


Next > 




Cancel 



Found New Hardware Wizard screen 



Click Browse to locate the path to CD-ROM drive where the Asante AL151 1 
CD is installed 

© Search for the best driver in these locations. 

Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 

I I Search removable media (floppy, CD-ROM...) 
0 Include this location in the search: 



F:\ 



Browse. 



O Don't search. I will choose the driver to install. 



Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 



Browse Path Locator screen 



Select the path to the Asante _AL151 1 CD and appropriate operating system 
folder. Click OK. 



Browse For Folder 




Select the folder that contains drivers for your hardware. 



Lt) Local Disk(D:) Q 
ffi ^ Local Disk(E:) 

Q Documentation 
□ Drivers 

(£) win985E_Me_2k 
winXP 

(£) Utility [v_ | 

To view any subfolders, click a plus sign above. 

OK Cancel 



Browse for Folder Path to Asante CD-ROM 



The path to the Asante AL1 51 1 CD should now be listed. Click Next. 
Found New Hardware Wizard 



Please choose your search and installation options. 




0 Search for the best driver in these locations. 

Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 

I I Search removable media (floppy, CD-ROM...) 
@ Include this location in the search: 



F :\Drivers\winXP 



Browse 



O Don't search. I will choose the driver to install. 

Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 



< Back 


Next > ^ 




Cancel 



Found New Hardware Wizard Location Path screen 



Windows XP will display the following Windows Logo testing screen. Click 
Continue Anyway to install the Asante FriendlyNET AeroLAN XP driver. 

I Found New Hardware Wizard 



Ple f Hardware Installation 



The software you are installing for this hardware: 
Asante FriendlyNET AeroLAN Wireless PCMCIA Adapter 

has not passed Windows Logo testing to verify its compatibility 
with Windows XP. f T ell me why this testing is important. ] 

Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 



Continue Anyway S T 0 P I nstallation 

& 



< Back Next > 




Cancel 



Windows Logo testing screen 



6. Windows XP will locate the AeroLAN XP driver on the CD and install the 
correct AeroLAN driver files. 



Found New Hardware Wizard 



Please wait while the wizard installs the software. 




Asante FriendryNET AeroLAN Wireless PCMCIA Adapter 



fvnetr.sys 

To C:\WINDOWS\Siistem32\DRIVERS 



as) 



< Back 



Next > 



Cancel 



Found New Hardware Wizard copying files from Asante AeroLAN CD 
7. Installation is complete. Click Finish. 



Found New Hardware Wizard 




Completing the Found New 
Hardware Wizard 

The wizard has finished installing the software for: 

ijjjijg, Asante FriendlyN E T AeroLAN Wireless PCM CIA 
Inlgp Adapter 



Click Finish to close the wizard. 



Finish Cancel 
k 



Found New Hardware Wizard Finish screen 



8. Hardware installation of the Asante AeroLAN AL1 51 1 card is complete 



Configuring your Asante AeroLAN Wireless AL1511 Ethernet 
adapter for Wireless communication 



NOTE: You MUST use the native Windows XP wireless configuration utility with 
the AeroLAN AL1 511 when running Windows XP. 

1 . If this is a first time installation of the AeroLAN AL1 51 1 card in Windows XP, 
Windows will bring up the New Network Device Installed dialog box. Click on 
the New Network Device icon in the Task Bar. 



2. Select your wireless network from the list of available wireless networks. If 
you are not using WEP encryption click Connect. 



Connect to Wireless Network 




The following network(s) are available. To access a network, select 
it from the list, and then click Connect. 

Available networks: 



i FR1004AL 




This network requires the use of a network key (WEP). To access 
this network, type the key, and then click Connect. 



Network key: 



If you are having difficulty connecting to a network, click Advanced. 



r 




New network device installed 



Windows has detected the installation of a new networking 
device, If you want to set up a network; click here to run the 
Network Setup Wizard. 




Advanced... 




NOTE: If no wireless networks appear in the list of available wireless networks, 
check to see that your wireless access point is ON and functioning properly. 



3. If you are using WEP encryption enter the WEP network key, then click 
Connect. 



Connect to Wireless Network 



The following network(s) are available. To access a network, select 
it from the list, and then click Connect. 

Available networks: 




This network requires the use of a network key (WEP). To access 
this network, type the key, and then click Connect. 



N etwork key: 1 2345678901 2345678901 23456; 



f you are having difficulty connecting to a network, click Advanced. 



Advanced.. 



Connect 



Cancel 



WinXP Wireless Re-configuration Steps : 

1 . Click the Windows Start button. 




2. Go to Control Panels. 



0 



Internet 

Internet Explorer 



*| E-mail 

Outlook Express 




© 



5naglt 6 

Windows Media Player 
M5N Explorer 
L Windows Movie Maker 
Tour Windows XP 
Command Prompt 




All 



Programs ^ 



£^ My Documents 
^ My Recent Documents ► 
My Pictures 
My Music 
My Computer 

Control Panel 
^ Connect lo ^ ► 



Printers and Faxes 

(Jfjjfrl Help and Support 
^) Search 
r~7 Pun... 




I Log Off Turn Off Computer 



3. Select the Network Connections (Classic View). 

NOTE: In Category View select Network and Internet Connection, then select 
Network Connection. 




Options 



J 



Fonts 



Rennov, 



Game Internet 
Controllers Options 



Tools 



Keyboard 



Mail 



Mouse 



Accessibility Add Hardware Add or Administrative Date and Time Display Folder Options 



% 

Network 
Connections 



a 



Phone and Power Options Printers and PRISM Regional and Scanners and Scheduled 



Modem 



Faxes 



Settings Language 

£ m 



Cameras 



Tasks 



Sounds and Speech 
Audio Devices 



System Taskbar and User Accounts 
Start Menu 



4. Double click on your Asante FriendlyNET AeroLAN Wireless card in the LAN 
or High-Speed Internet list. 

File Edit View Favorites Tools Advanced Help 



©Back - Q • 0 


JD Search Folders 


1 i i ■ 





Address 



^ Network Connections 



Internet Gateway 



Network Tasks 



pj| Create a new connection 

Q Set up a home or smal 
office network 



See Also 

if) Network Troubleshooter 

Other Places 




[Internet Connection 
Disabled 

^nts.rDst.Connectign 




LAIN or High-Speed Internet 



Wireless Network Connection 3 
Enabled 

FriendlyNET AeroLAN Wireless.. 



FriendlyNET AeroLAN Wireless PCMCIA Adapter #2 



5. On the General Network Status screen you can check the wireless 
connection and signal strength to your wireless n etwork. 

f Wireless Network Connection 3 Status 



(X) 



General 



Support 



Connection 
Status: 
Duration: 
Speed: 

Signal Strength: 



Connected 
2 days 05:05:06 
11.0 Mbps 
TnDDDD 



Activity - 



Packets: 



Sent 



1 

T 



87,874 



Received 
80,994 



Properties 



ft 



Disable 



Close 



6. Click the Support tab to view your Internet Protocol (TCP/IP) status. Click on 
the General tab when done viewing. 

NOTE: TCP/IP settings are configured in the Wireless Network Connection 
Properties screen in the General Tab. 



f Wireless Network Connection 3 Status 



General 



Support 

Internet Protocol (TCP/IP) - 
Address Type: 
IP Address: 
Subnet Mask: 
Default Gateway: 



Repair 



Manually Configured 
192.168.100.234 
255.255.255.0 
1 92.1 6S.1 00.1 



Details... 



Close 



Click on the Properties button. 



f Wireless Network Connection 3 Status 



General 



Support 



■ Connection • 
Status: 
Duration: 
Speed: 

Signal Strength: 



Activity 



Packets: 



Properties 



ft 



Connected 
2 days 05:05:06 
11.0 Mbps 

T ddDDD 



Sent - - ^1 — Received 

T 

87,874 | 80,994 



Disable 



Close 



Click on the Wireless Networks tab. 



Lii. Wireless Network Connection 3 Properties f?] | 



General 



Wireless Networks Authentication Advanced 



Connect using: 



FriendlyNET AeroLAN Wireless PCMCIA Adapter tt2 



Configure.. 



This connection uses the following items: 



Client for Microsoft Networks i 
0 J§File and Printer Sharing for Microsoft Networks 
0 J§QoS Packet Scheduler 
0 ^Internet Protocol (TCP/IP) 



Install. 



Uninstall 



Properties 



- Description 

Allows your computer to access resoiKces on a Microsoft 



network. 



0 Show icon in notification area when connected 



□ K 



Cancel 



9. Select the wireless network from the Available networks list. Click on 
Configure to setup the wireless network for WEP se curity, etc. 

J- Wireless Network Connection 2 Properties 



General 



Wireless Networks 



Authentication Advanced 



0 U sg -Windows to configure my witeless network settings 



Available networks: - 
To connect to an available network, click Configure 



$ FR1004AL 




Configure 


i Wireless VR 2004 






Refresh 



■ Preferred networks: 

Automatically connect to available networks in the order listed 
below: 



$ FR1004AL 



Move up 



love down 



Add... 



Remove 



Properties 



Learn about setting up wireless network 
configuration. 



Advanced 



□ K 



Cancel 



10. Select the appropriate options based on your wireless network. Click OK to 
save changes. 



Wireless Network Properties 



Network name (SSID): 



FR1004AL 



-Wireless network key (WEP) 

This network requires a key for the following: 

[^1 Data encryption [WEP enabled) 

I I Network Authentication (Shared mode) 

Network key: 

Key format: 

Key length: 

Key index (advanced): 



Hexadecimal digits 



104 bits (26 digits) 



0 H 



Q The key is provided for me automatically 



| This is a connputer-to-computer (ad hoc) network; wireless 
access points are not used 



□ K 



Cancel 



NOTE: WEP security settings MUST match the wireless access point exactly. 



Installation and wireless configuration is complete. Thank you for buying 
Asante products! 

NOTE: Additional configuration not supplied in this document may be necessary 
to use the Asante AeroLAN card for File Sharing and Internet access in Windows 
XP. 



